























EROSION AND SEDIMENT CONTROL

SILT FENCEYSTEMS

Silt Fence structures, specially developed fabrics on supporting posts, are designed
for efficient control of sediment run-off from construction sites. This sediment, left
unchecked, can clog and pollute native waterways and damage natural areas.
Controlling the run-off (an increasing environmental concern) is advantageous to
owners, contractors and engineers who face the economic costs associated with site
sediment loss. Installed correctly in the field, the sedimentation control fabric in silt
fence structures functions as a filter and a runoff flow velocity check.

sComplete prefabricated system incorporating Mirafi 100X woven fabric
s3.2 cm (1-1/4") nominal square hardwood posts
sAvailable in 2.5m (8.3 ft) and 3.0m (10.0 ft) post spacings.

DESCRIPTION PRODUCT NO.
WI/STAKES 10’ ON CENTER - 3’ X 100’ 157-10517
DESCRIPTION PRODUCT NO.
100X SILTFENCEFABRIC ROLL 3’ X 330’ 157-R10115

FITS GRAES

ULTRA-
DRAINGWRD
CATCHBASIN
INSERTS

Keep sediment and other

pollutants from entering the

water system

Designed for practical use in:

sConstructionSites—capture eroded
soil and wind blown debris.

sindustrial Facilities—keep oil and other
contaminants from entering storm
drains.

PRODUCT NO.

UP TO 48" X 36"

447-9217

SILT SIFTER BG

Sediment Filtering Bag

sThe “Silt Sifter” rock-less bag eliminates scattered gravel /

sand getting into the storm drains

sDesigned with a squared end for better fit against the curb

TYPE

PRODUCT NO.

BAG

262-SS30BAG

DESCRIPTION

PRODUCT NO.

3’ X 100" WIRE BACKEDSILTFENCENON-DOT

ULTRADRAINGWRD,
CURB-INSERSTYLE

Stop sediment and other debris
from entering curb inlets

sHeavy-duty tension rod secures
DrainGuard inside curb inlet — stop-
ping sediment and other contaminants
from entering curb portion of storm

157-SPMR3SG

drain
DESCRIPTION PRODUCT NO.
FITS CURB INLETS 24" — 42" 447-92300S
FITS CURB INLETS 42" — 60" 447-92310S
THE YELLOWJACKET™
sHigh strength woven geo-textile with a
40 sieve rating, approx. 18” deep
sWeather Resistant, 2 inch nylon webbing,
UV rating 70% - 85%
sEasy refuse removal — easy installatjon —
easy to maintain
DESCRIPTION PRODUCT NO.
SIZE 23" X 23" 262-DIF2323
SIZE 29" X 29" 262-DIF3030
SIZE 41" X 29" 262-DIF4230
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Common Features e /
o Extra heavy capacity, Vi By

constructi\srq grade ’ R ! & c’w.s.’?,_klﬁ_
* Designed for rugged outd oor use = eq‘.‘v& BH'IG 3 &
« Tough, flexible, lightweight ‘9\'%;,40 o ' i ~.\,.4GE
e Water and flame resistant ' e I8 " m, o
* Molded 3 wire male plug : l I
© Moisture resistant molded connectors o S

® Meets OSHA requirements -
o UL listed

50" | 125V | SITW
444-UG123100S

100" | 125V | SJTW
444-TL123100S

@ Twist-Lock

100" | 125V | S)TW
444-UG12350S

BRIGADE. i
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TWIST-TO-LOCK
LIGHT STRINGS &

Temporary jobsite lighting

o Electricord Yellow, ‘ = -
heavy-duty, all-vinyl ‘5_“ -‘&.“
Rhino-Hide® cord : _;\__i"‘ L)

* Molded-on weather-resistant e

lamp sockets and non-metallic
lamp guards, plugs and
connectors
 Sockets spaced on 10 foot centers
© 150 watts max

135-5L12350

100W ROUGH
SERVICE BULBS

e Volts ............ 120

e Watts........... 100

® Lumens........ 1100

® Base Type .... MEDIUM

e Lamp type....INCANDESCENT
e Rated Life....2500

e Max. Length 4-1/8

SINGLE BULB
135-B100R

100' | 600V | STW
444-TL12350S

300 V, TWIST-LOCK NEMA L5-20
LENGTH _ GUARDS JACKET

DOUBLE 500 W - U/GROUND

S White Cap

g ?||

CONSTRUCTION SUPPLY LT
JOBSITE LIGHTING

=

HALOGEN JOBSITE
TELESCOPING WORK LIGHTS

BRIGADE.

I 5k I

Fully weatherproof and UL listed :
for use in wet locations NEMA 511 ﬁ ﬁ ﬁ
e Comes with a sturdy tripod base e oot |
¢ One 500 Watt quartz halogen bulb included
with each fixture . 1
e Convenient cord wrap
o Great for drywallers and other tradesmen that @ i 1
find themselves working inside or after sundown Fi | [
o Available in single or double fixture, standing 80" tall I-'q_‘ |
DESCRIPTION PRODUCTNO.  + - If( =
SINGLE 500 WATT 135-56501 i

DOUBLE 500 WATT 135-56101  135-56101 135-56501

QUARTZ JOBSITE
TELESCOPING WORK LIGHTS

Fully weatherproof and UL Listed

BRIGADE.

L _______Bhd |

® Removable head assemblies for easy g ““\i, ’

. . U-GROUND
for use in wet locations NEMA 5-15
e Portable, with an all steel tripod base @

set-up and storage !
e Cord retainer mounted on the base to prevent tip over

e Adjusts from 4’ to 7' |
e Comes with a 8" 16/3 SITW power supply cord 135-5750 | ;l"“ -
e Available in single or double fixture :t_ e
DESCRIPTION PRODUCT NO. ! 4 ?
SINGLE 500 W - U/GROUND 135-5750

135-5710 1355710

PRODUCT NO.

WUBBLELIGHTRE

50° PLASTIC 123 SIT 135-5L12350 '
100 PLASTIC 12/3SIT 13551123100 New Self-Righting Work Light \
600 V, TWIST-LOCK NEMA L5-20 HALOGEN J
LENGTH GUARDS JACKET PRODUCT NO. 500W i - \.‘
1000 METAL 1233 ST 135-5L123100M T35-WLS00H . (
600 V, U-GROUND NEMA 5-15 :
LENGTH GUARDS JACKET PRODUCT NO. METAL HALIDE I
50° PLASTIC 123 SIT 135-A9513050Y 1 37 SW
100 PLASTIC 12/3SIT 135-A9513100Y 135-WL175MH

250w
REPLACEMENT GUARDS 135-WL250MH
TYPE PRODUCT NO. g
PLASTIC 135-5LGP 1‘3050"‘(’\{_400%
METAL 135-9502 | :

HAND-HELD HALOGEN
JOBSITE WORK LIGHT

500 Watt

e Fully weatherproof and
UL Listed for use
in wet locations

¢ One 500 Watt quartz
halogen bulb included

e Convenient cord wrap

135-51251

QUARTZ LIGHT

HALOGEN
=
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300 WATT & 500 WATT
WATTS PRODUCT NO.
300 420-300T3Q
500 420-500T3Q





