# Anchorage Connector

**INSPECTION FORM**

<table>
<thead>
<tr>
<th>USER</th>
<th>MODEL</th>
<th>SERIAL #</th>
<th>DATE OF MANUFACTURE</th>
</tr>
</thead>
</table>

**HARDWARE**
- Signs of Deformity
- Body of D-Ring
- Corrosion
- Pitting
- Nicks
- Bars, Shafts, Housing
- Signs of Damage
- Corrosion or Pitting
- Impact Indicators

**WEBBING**
- Termination to Connector
- Cuts
- Soiled
- Burns
- Melting
- Deterioration
- Termination (stitch or splice or swage)

**STITCHING/CABLE**
- Signs of Damage
- Kinks or Caging
- Broken Strands or Fibers

**LABELS/TAGS**
- Legible Label
- Appropriate ANSI/CSA/OSHA Markings
- Date of First Use

---

**Name of Competent Inspector**

Date

**NOTES**

---

**DEFINITION OF TERMS**

- **Pitting** - A small indentation in a surface
- **Kinks** - A tight curl, twist, or bend in a length of material
- **Caging** - Intertwined in a confused mass
- **Nicks** - A shallow notch, cut, or indentation on an edge or surface
- **Soiled** - Dirty, stained, or tarnished surface
- **Deterioration** - Eaten or worn away by chemicals